
Specifications - FL Series LED Flood Light

Material

Life Time of LED 3030
@Ta=25°C

•  Buildings
•  Factorys
•  Landscapes
•  Billboards
•  Super market wharfs
•  Gardens
•  All indoor and outdoor spaces

Warranty 5 Years

Applications 

•   Advanced technology to get high efficacy and less glare  
•   Highly efficient heatsink.
•   Durability in harshenvironments, 

high UV-resistant& corrosion-resistant.
•   A variety of light distributionfrom ultra-small to largeangle, 

fit for differentapplications.
•   Low output voltage and high electric current driver,

safe and reliable.
•    Flicker free.
•    Excellent wind resistance design.

Lifespan and Warranty
Operating Temperature -30°C to + 50°C

54000hrs-L90

114000hrs-L80

182000hrs-L70

EPA（front view） 0.09m  / 0.934ft2

IK Rating IK10

IP Rating IP67

Aluminum Alloy

Polycarbonate Optical Lens

Finish Powder Coating

Key Features
Fixture Color White

Gross Weight(2 unit /ctn.) 16.1±0.3kg

Mounting Option Bracket Mounting

Luminaire Net Weight 7.3±0.2kg

Export Carton Size(2 unit /ctn.) 54x45x38cm

UGR level NA

Description Dimentions and Mount
Product Dimension 456x271.9x144.0mm

Beam Angle 20°,40°,60°,90°,120°,150x80°,30x120° optional
Correlated Color Temperature 5000K (3000-6500K optional)
Color Rendering Index Ra70 (Ra80,Ra90  optional)

Luminous Flux (±10%) 60000lm

Efficacy (5000K Ra70) 200LM/W

Efficacy (5000K Ra70) 150LM/W
Beam Angle 20°,40°,60°,90°,120°,150x80°,30x120° optional

LED Type Plus + LED 3030 

Optic Information
LED Type Standard LED 3030 

Luminous Flux (±10%) 45000lm

Surge Protection

Driver Type Constant Current (CC)

Control 0-10v dimmable, DALI-2 customizable

Power Supply MEANWELL XLG

Input Voltage 100-277 VAC, 50 / 60 Hz

Power Factor ＞0.95

Electrical Information
Model No. FL04-300W
Power Consumption 300W
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CM: 6kV, DM: 4kV

optic performance.

•  Basketball/tennis court etc.

10KV,20KV customizable
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•   

•   

•   

•   

* Please consult us for details.

Hot !

200lm

W

Minimising windage of front and side surface through 
combined frame and modules .
Easy to intall and maintain, flexible mouting system 
especially.
LED uses standardized IES LM-80-08 and TM-21-11 
methods for collecting long-term data and 
extrapolating LED lumen maintenance.
Al1070 pure aluminum body, Seamless link of 
aerometal materials and numerous vents on heat sink 
improved heat management, keeps away from all field 
heat,ensures the stability of light system.
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Dimensions(unit:mm)

Accessories

Photometry

Multiple Views

Front view

Safety rope 
Auxiliary safety device to prevent accidents.
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20° 40° 60° 90° 120° 30x120°150x80°

Rear view Right view Upward view

Waterproof connector
Tool-free,quick wiring, IP68


