
5 years warranty, release innovative, reliable and high-performance LED light regularly 

One hundred percent authentic manufacturer, more than 10 years experience in production of led light 
With excelsior attitude, we aim to offer perfect product, as we believe vitality of a enterprise is depends on quality of product 

We care and take care of every inquiry, feedback and complaint of customers 
 Customer is partner, we pursuit profit, value and development with partner together 

Achieve enterprise’s self-worth only by satisfying customers’ requirement 

MODEL NO: LX-SL36D 
 (30W 40W)
LED QTY: 36 PCS
 (PHILIPS 3030)(OSRAM 3030)(NICHIA 3030)
Hole Size：￠60-62mm or ￠40-41mm
Packing Type: 1 unit(s)/ctn
Packing Dimension: 415*190*145mm
NW: ≈1.85kg
GW: ≈2.2kg
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Product Features
Prospective design, Performance excellence;
High cost-performance ,Solution for street light replacement;
With two specifications of the light pole’s back cover:  ￠60mm and ￠40mm.
Multi Power Selection, Total 6 Models from 30W to 150W as option, Integrated design of driver box and 
arm, the whole aluminum lamp is able to heat dissipation,

Working Temperature：-40-50°C             Working Humidity：10%～95%RH               Best Working Temperature：-20℃～+30°C                Storage Temperature：－40℃～+80℃
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Introduction
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The integrated design of driver box and 
arm can save the space and reduce the 

wind resistance to the best.
(followings are abbreviated drawing, differ-

ent watts, same functions.)

02

INTEGRATED DESIGN OF DRIVER BOX AND ARM
The integrated design of driver box and arm can save the space and reduce the wind resistance to the best.
(followings are abbreviated drawing, different watts, same functions.)

TWO SPECIFICATIONS OF THE LIGHT POLE,S BACK COVER, 
THE LAMPS CAN BE USED MORE WIDELY

60mm 40 mm



 Kits Show
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(followings are abbreviated drawing, different watts, same functions.)

PROSPECTIVE DESIGN, PERFORMANCE 
EXCELLENCEA

04 MULTI POWER SELECTION SL-D  series includes 30w、40w、60w、90w、120w、150w,
A total of 6 heat radiating Suite product portfolio, according to
the use of premises need to select appropriate heat radiating suite.

Silicone ring

PCB

Lens

lamp arm 

Diver 

120°Configurable  street 
lamp adapter

LUX street lamp adapter ,With clear scale, 

120 ° Angle adjustable, light as they move.



 Applications

 Size(mm)

Widely used in ar terial roads, highways, elevated road, ci ty streets, bridges, 
sidewalks road l ighting,and the square, schools, residential areas, industrial 
areas, parks and other outdoor l ighting places need.



>100lm/ W

>110lm/ W

30W/ 40W

30W/ 40W

30W/ 40W

>100lm/ W

LX-SL36D LED CHIP MODEL POWER

LUMILEDS X 36

X 36

X 36

Light source 
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2m
6.562ft

403.94cm
13.25ft

166.2,285.7lx
15.44,26.54fc

4m
13.12ft

807.88cm
26.51ft

41.55,71.42lx
3.860,6.636fc

6m
19.69ft

1211.82cm
39.76ft

18.47,31.74lx
1.716,2.949fc

8m
26.25ft

1615.76cm
53.01ft

10.39,17.86lx
0.9650,1.659fc

10m
32.81ft

2019.70cm
66.26ft

6.648,11.43lx
0.6176,1.062fc

Height Eavg,Emax Diameter


